Switch Inspection Report/ Semi- Annual

Mainline ) 2 Yard Wo# ___ 31?00 L2~

L3

Late 1 2.»5-\1 Inspection Crew T SCUSLER R RARETTE

1. Location: ANDOVER RH
2. SwitchID# 22 A

3. Facing Trailing X Flagman C-) Lan
Rail Paints 16. Non-Adjustable
4. Point to Point S| yﬂ: S YR

5. Point Condition
QY R Switch Rods

6. Point Throw Nothing less than 4” or greater than 17. Front Rod

5” Min 3 ¥ “on house top paint protector @ Y R ON/A
N A%y R 4 Yip 18. #1 Rod (Basket Rod)

7. Point opening Y R N/A
N s r S 19, #2 Rod
8. Fit © Y R N/A
QYR 20. #3 Rod
9. General Condition of the points @ Y R N/A
@Y R 21. #4 Rod
Y R N/A
Gage 22. Closure Rail
10. Heel of Switch © Y R N/A
A Main __ 56 Y 23. Surface Rall
/) b. Turnout Ste Yo Y R N/A
11. Gaze ahead of Bend Sk fhy Using a 62" Cord
fMust not be less than 56” or mare than 57" for “S” S= Up to 1" Max allowed Speed
12. Heel Spread in Inches Y= 1" to %" Max allowed 11/2 “ 40 MPH
a. Main___ (p/4 R=11/2” TO %” 12 MPH Greater than 1 %” Out
b. Turnout_ (g VA of Service
24. Head Block Ties
Stock Rail Oy R
4. Bend DY R : 25. Switch Adjustment
5. Condition@® Y R Ves
Bolts 26. l(_)uKbrication
6. Loose ) N/A -
A = 27. Switch Target/ Lamps
7. Missing__©  N/A 0K Missing @
Rivets 28. Latchas
8 Loose o N/A Missing N/A
9. Missing o N/A 26. Locks
10. Cotter Pins Missing 0 N/A @ Missing_____n/A
11. Jam Nuts Loose o N/A 30. General Condition
12. Washers (@ Broken____ Missing____ QO Y R
13. Standard Joints 31. Insulated Joints
@Y R N/A v r
}. Switch Plates
® VY R NA
15. Adjustable Braces
Q@Y R N/A

Remarks on Page 3




Frog Inspection Report/ Semi- Annual

Mainline (D 2 Yard

WO# 31300 2.

L —
Late [2-5-17 Inspection Crew T SewisielR A Rapetre

1. Location: PnboveR Rb
2. SwitchID# _22 iA
3. Facing Trailing X

Flagman GLA N

44. Frog Tread N Q) Y
R @ Y

45. Frog Number #_ {0

46. Frog Point Condition

©VY R
47. Condition of Frog

@ vy R
48. Surface of Frog
® Y R
49. Throat in Inches 3‘[{«[:

50. Flangeway Depth T
Flangeway Depth must not be less than 1/2

R
R

”

Gage
). Main Track 5¢ 7
52. Turnout Track 56 3
Gage must not be less than 56” for any Class

Guard Rails '3
53. Guard Rail Gage N 54 1@ R 543/1 N/A
Guard Rail Gage must be less than 54 3/8"
54. Backtoback N 52 7/§_R 52 Y N/A
Back to Back must be less than 53 1/8”
55. Condition
Y R
56. Location of Guard Rail { Relation to Paint)

QYR

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 %"
More than 57 1/2 “ Out of Service

s 3 Gage 56" to 57"
NMiore than 577 to 57 %4” downgrade to

Class2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

© vy R N/A
60. Rail Movement
® vy R N/A
Tie Plates
61. Lead

® v R NA

62. Guard Rail Flangeway
O v rnNATEB R 1B
Guard Rail Flangeway cannot be less 112"
63. Guard Rail Plates
D v rNA

64.603 Plates
Y R N/A

Bolts
65. Loose © M/A
66. Missing 0 N/A

Rivets

67. Loose 0 N/A

68. Missing o N/A

69. Nuts Missing 0 N/A

70. Cotter Pins Missing 0O N/A

71. \Nashers@ Broken Missing

72. Hold Down Devices
O Y R N/A

73. Spring Housing
Q Y R N/A

74. Derails
@ Y R N/A

75. Maximum difference in any 31" in Cross Leve! on
the siding from the Frog Point to 50" beyond last
long tie
Q Difference

76. Condition of Line thru entire turnout

Qv R




Remarks

“witch#__ 22 \§ Date 12-5-n wWo# 3130061

Micro OPDCuub_Eli_SJ'_?oluT

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

Reviewed by:

R Imitate afte”tio"/} | Datei { 2= l 4 //7
4 u



Frog Inspection Report/ Semi- Annual

Mainline gl 1 @ Yard

31900 GCe

\ —
cate | 2~5-{7 Inspection Crew_{\ SCASLER A pagETTE

1. Location: _Rupouée 20
2. SwitchID# 22 1%

3. Facing Trailing

44. FrogTread N © Y R
R ® YR

45. Frog Number #__ 10

46. Frog Point Condition

QY R

47. Condition of Frog
©® Y R
48. Surface of Frog
Y R
49. Throat in Inches 3'/4
50. Flangeway Depth 1
Flangeway Depth must not be less than 1/2”

Gage
. Main Track Se Mg
52. Turnout Track___ Sl q/ljv
Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N 54 l;l; RS54% N/A
Guard Rail Gage must tn) less than 54 3/8"
54. Back to back N.52 ‘e R<z '5/”. N/A
Back to Back must be less than 53 1/8"
55. Condition
Y R
56. Location of Guard Rail ( Relation to Point)

@ v R

Guard Rail Clamps
57. Main Track

VYR N/A
58. Turnout Track
Qv R N/A

Class 1 Gage 56" to 57 5"
More than 57 1/2 “ Out of Service

's 3 Gage 56" to 57"
Iviore than 57” to 57 %” downgrade to

Class2 andgetsa Y

Remarks on page 3

Flagman G LALg

Turnout Ties
59. Conditions

© Y R N/A
60. Rail Movement

® Y R NA
Tie Plates
61. Lead

D Y R NA

62. Guard Rail Flangeway
Qv R NAY r\Y
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

® Y R N/A
64. Frog Plates

® Y R N/A
Bolts
65. Loose o N/A
66. Missing 0 N/A
Rivets
67. Loose © N/A
68. Missing o N/A
69. Nuts Missing o) N/A
70. Cotter Pins Missing © N/A
71. Washers@Broken Missing
72. Hold Down Devices

G Y R N/A

73. Spring Housing

s vy rRED

74. Derails

S Y RQWF

75. Maximum difference inany 31" in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie

gb Difference
76. Condition of Line thru entire turnout

@YR



Remarks

“witch#_ 2% | B Date 12-5-171 wo# 31900 ¢4

PH ST PowT Hicko CeacviNe

L MACHWE TiMpees NEEDED
2 Rotmed 4’

Yo Goppep ot

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by; ] Date: {O"\U l) /’)



Switch Inspection Report/ Semi- Annual

Mainline i 2 (_(y) vard

wWot 318993

e i!—!U !j'] Inspection g:a; 1% //&(Cé KmL& ?[/{2

1. Location: _ Btul
2. SwitchIDE__ IS
3. Facing : Trailing

Flagman Z‘dnm

Point to Point
5. Point Condition
S YR
6. Point Throw Nothing less than 4" or greater than

5” Min S,é/)?n house p@tn?protector

thil Poi.nts . Iq) < ::yy

7 Pomtopgmng _
N \; RS>

8. Fit
\ R

9. General Condition of the points

Grr

'Gage
10. Heel of S\Nltch
a. Main /'2'
b. Turnout Oé{/;;_ ,
11. Gage ahead of Bend S¢ &

Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main

b. Turnout

Stock Rall

4. Bend “SF¥Y R

5. Condition Y R
Bolts

6. Loose O O N/A

7. Missing g > N/A
Rivets
8. Loose @

9. Missing N/A

10. Cotter Pins Missing D N/A

11. Jam Nuts e N/A

12. Washers @ Broken_ Missing__

1 andard Joints
R N/A
1. Switch Plates

CS)Y R N/A

15AdJustable Braces
S VR N/A

Remarks on Page 3

16. Non-Adju
SY R

Switch Rods

17 -kront Rod
@Y R N/A
1 Rod (Basket Rod)
@Y @ NA
19. #2 Rod

Qv R NA
2 Rod
@ Y R N/A
2184 Rod
S)Y R N/A
2 losure Rail
b Y R N/A
23. Surface Rail
Y R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1" to %’ Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %" 12 MPH Greater than 1 %” Out
of Service
d Block Ties

25. ;1tu_h jystment
Yes @
26. rication
27. Switch Target/ Lamps
Missing Q_L’A )

28k ch S

tOK ) Missing_  N/A
S,

@ Missing_  N/A

Ge eral Condition

N

31, Insulated Joints

DY R



Frog Inspection Report/ Semi- Annual

. /s -
Mainline 1 2 @ Yard

Wo# 3192403

te JR~@ ~ InspectionC% ﬂ) //d kﬁ KJLJM €

1. Location: Bt

2. Switch ID# _ 1™
3. Facing Trailing

Flagman L&lﬂ

44, Frog Tread N _C_S:)Y R
R ¥ R

45. Frog Number #
46.65_5 Point Condition
Y R

47 Londition of Frog
b Y R

48, Surface of Frog

Y R
49. Throat in Inches'_‘g ‘/
50. Flangeway Depth Z
Flangeway Depth must not be less than 1/2

7

G_EL
. Main Track klé kz
JZ Turnout Track
Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage NS Y h: >4 76 REY %NM
Guard Rail Gage must be |less than 54 3/8"
54, Back to back  NSAZYR Q\WI/A
Back to Back must be less than 53 1/8

Sa;\(cj;dition
R

SG.@cation of Guard Rail { Relation to Point)
Y R

Guard Rail Clamps
57. Main Track

SYR N
58. Turnout Track
SYR N

Class 1 Gage 56" to 57 14”
More than 57 1/2 “ Out of Service

(lass 3 Gage 56” to 57”
te than 57” to 57 %” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties

59.Conditions
Y R N/A

60. Rail Movement

('.5 Y R N/A

Tie Plates
61. Lead

@Y R N/A
62.Guard Rail Flangeyay
sy R NI~ R !Q

Guard Rail Flangeu‘,ﬂ cannot be less 1 "

6 ard Rail Plates
Y R N/A

64. Frog Plates

Y R N/A

Bolts

65. Loose G{\ N/A

66. Missing O N/A

Rivets

67. Loose y

68. Missing N

69. Nuts Missing O
M

70. Cotter PinsMissing
71. Washers 0¥ Broken Missing

72. Hold Down Devices
Y R N/A

73. Spring Hoysmg
74. Derails =
S Y R @
75. Maximum diff&rence in any 31" in Cross Level on

the siding from the Frog Point to 50” beyond last

76 Condition of Line thru entire turnout
Sh



Remarks

switch# (1S~ Date fR~G- /] WO#_ 3189963

q leu tias éeg.g\g Ecpéged{

i i /
(L Spes Ireg A mhf%@” L

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All'items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: " Date: kl\—g /’7

.~ I



Switch Inspection Report/ Semi- Annual

Mainline Q 2 Yard jﬁﬁ_{% ?
12 26~ Inspection Crew //d_ {l IQLE e

1. Location: S
2. Switch ID# Z [l
3. Facing { ———" Trailing Flagman (.4 ¥)

Rail Points 16. Non-Adjustaile
4. Point to Point g{ !2 “SY R N/

5. int Condition
éy R Switch Rods
6. Point Throw Nothing less than 4” or greater than 17®O”t Rod
5”7 Min 3 /z “on house top rotector Y R N/A
N q {P R '\f §/tj)3 1E<§L Rod (Basket Rod)
7. Point opening Y R ON/A
N S R & }/p 19. #2 Rod
s e 0 s Q@ v R N/A
é} R 20. #3 Rod
9. _General Condition of the points @ Y R N/A
Y R 21, #4 Rod
, Y R N/A
Gage 22, Closure Rail
10. Heel of Switch ® Y R N/A
a. Main X[ yﬂz 23_Surface Rail
) b. Turnout__Sk 22 Y R N/A
11. Gage ahead of Bend Sé !’2 Using a 62" Cord
Must not be less than 56” or more than 57" for “S” S= Up to 1” Max allowed Speed
12. Heel Spread in Inches Y= 1" to %’ Max allowed 1 1/2 “ 40 MPH
a. Main 15 R=11/2” TO %" 12 MPH Greater than 1 %" Out

b. Turnoutég Q of Service

2 ad Block Ties
Stock Rail Y R
4. Bend @Y R 25. witci@stment

5. Conditio ¥ R Ves
Bolts 22 éuKbri@
! 1
3 k/?iii?nc—%—l\ij//’; 27. Switch Target/ Lamps Q
' e OK Missing N

Rivets 28.®ches

8 Lloose. Q@  N/A Missing M/A

9, Missing i) N/A 29. Locks

10. Cotter Pins Missing O N/A @ Missing_____ N/A
11. Jam Nuts Loose [9) N/A 30@eral Condition

12. Washers OK Broken _ Missing___ R

13._Standard Joints 31. Insulated Joints
@Y R N/A @Y R

1 itch Plates

@Y R N/A

15,Adjustable Braces

QY R N/A

Remarks on Page 3




Frog Inspection Report/ Semi- Annual

Mainline O Yard

WO 1192}?&64‘

IZ {g [ \ Inspection Crew E?} “ 4 h{, K Q le‘_-e )4/

1. Location:
2. Switch ID#
3. Facing (e Trailing

Flagman Ai_j{]

44. Frog Tread N %Y R
R R
45. Frog Number # é
46, Erpg Point Condition
o
47. Londition of Frog
O

48, face of Frog
Y R

49. Throat in Inches 5 %{F
50. Flangeway Depth__ | ﬂ’ Ca

Flangeway Depth must not be less than 1/2

”

Gage ‘/
. Main Track S 62

_;2 Turnout Track b(g k

Gage must not be less than 56” for any Class

Guard Rails

53. Guard Rail Gage Pl_g_éR SY ZZN/A
Guard Rail Gage must be less than 54 3/8"

54. Back to back NS,R%R S gN/A
Back to Back must be less than 53 1/8"

55. Condition
SYR

56. l's:ocation of Guard Rail ( Relation to Point)
R

Guard Rail Clamps

57. Main Track -
SYR N{Q

58. Turnout Trac
SYR

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

'ass 3 Gage 56" to 57"
fe than 57" to 57 %" downgrade to

Class2andgetsa Y

Remarks on page 3

L

Turnout Ties

59-Tqnditions

g Y R N/A
60. Rail Movement
@Y R N/A

Tie Plates
61. Lead
Y R N/A

62. Guard Rall FlanCT ) %S
@ $ R

Guard Ra|| Flangewa\/ cannot be less 11"
63. Guard Rail Plates

Y R N/A
64. Frog Plates

Y R N/A
Bolts
65. Loose ’ N/A
66. Missing O N/A
Rivets
67. Loose @
68. Missing @
69. Nuts Missing O N/A

70. Cotter Pipsdlissing )
71. Washer roken Missing

72. Hold Down Devices
@Y R N/A
73. Spring Houslng
S Y R@

74. Derails

S Y R ;I@ |
75. Maximum difference in any 31" in Cross Level on

the siding from the Frog Point to 50" beyond last
ng tie
Difference

76, Condition of Line thru entire Lturnout

v r



Remarks

Switch # A4 Date {A~(e~[2 WO#___D|G00 LU

< as Fise
-

Co 1o

A

INS'IOQ;L

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

Reviewed by: Date:




e Switch Inspection Report/ Semi- Annual
Mainline 1 2 \9 Yard wWo# 31 gq%,l
e AL L) Inspection Crew ﬁ\z/&lcf Kﬂ,L Q-'%

1. Location: _Buz!

2. Switch ID&# _\oa /
3. Facing L Trailing Flagman Lé(/{

Rail Points 16. Non-Adjustable

4. Pointto Point E ' y’j SY

5. Roint Condition
Switch Rods

SJ)Y R
6. Point Throw Nothing less than 4” or greater than 17C§°nt Rod
5” Min 3 % “on house top point protector Y R N/A
NG R & 18. #1 Rod (Basket Rod)
7. Poinﬁ)pening ® Y R N/A
NLY) RSy 19, #2 Rod
8. Fit - “ Y R N/A
%, R ZO@Rod
9. General Condition of the points JY R N/A
GYR 21,44 Rod
_ Y R N/A
Gage 22 Closure Rall
10. Heel of Switch = @Y R N/A
a. Main 56 /37 23. Surface Rall
b. Turnout SLSZAE QY R N/A
11, Gage ahead of Bend_& § ?"j{ Using a 62" Cord
Must not be less than 56” or moré than 57” for “S” S=Up to 1” Max allowed Speed
12. Heel Spread in Ect:/h s Y=1"to %" Max allowed 1 1/2 “ 40 MPH
a. Main j R=11/2" TO %” 12 MPH Greater than 1 %" Out
b. Turnout yfi of Service
24 H Block Ties
Stock Rail S@/ R

L % A 25, Switch feustment
5. Condition R oo 1
Bolts a 2®)rici)tri$n
6. Loose 8 N/A .
27. Switch Target/ Lamps
7. Missi N/A witch Target/ Lamp @

e OK  Missing
Rivets 28. ches

8. Loose Missing N/A
5. Missing %3 Qgﬁks

10. Cotter Pins Missing i N/A Missing N/A

11. Jam Nuts Lagse ( N/A 30. Ge | Condition
12. Washers Broken Missing

S
13, Standard_lgints 3®ated Joints
S YR S R

"1, Switch Plates
Y R N/A

15%Adjustable Braces
S Y R N/A

Remarks on Page 3

)




‘—’7L Frog Inspection Report/ Semi- Annual

Mainline 1 2 D vard

WO# 312938 1 /

\?;ej&~é =~

Inspection Crew

Rolls e

Ribetle

1. Location: Buan

2. Switch ID# | o4
3. Facing {/, Trailing [

Flagman !,.d, n

44, Frog Tread N 8‘( R
R Y R

45. Frog Number # 15

46.@5 Point Condition
R

47. Condition of Frog
Y R,

48. Surface of Frog
S/Y R

49. Throat in Inches 6)*
50. Flangeway Depth & ?/g
Flangeway Depth must not be less than 1/2”

Gage /
1. Main Track & 6 /92-
- o
dj. Turnout Track_
Gage must not be less than 56” for any Class

Guard Rails | B
53. Guard Rail Gage NS /Q-R ‘bﬂ f% N/A

Guard Rail Gage must be less than 54 3/8"

54. Back to back NM@ % N/A
Back to Back must be less than 53 1 &

Sbgﬁdition

R

56. Location of Guard Rail { Relation to Point)
R

Guard Rail Clamps
57. Main Track
S YR

58. Turnout Trackl
S YR N/A

Class 1 Gage 56" to 57 4"
More than 57 1/2 “ Out of Service

Class 3 Gage 56” to 57
. Jethan57"to57 %" downgrade to

Class 2and getsa Y

Remarks on page 3

Turnout Ties

549, Conditions

b Y R N/A

60. Rail Movement
Y R N/A

Tie Plates

61 ad
éY R N/A

62, Guard Rail FlangewaT 5
e 17,

®v =& N_[__lg#

Guard Rail Flangeway cannot be lass 1 %"
63. Guard Rail Plates

& v R N/A

64. Frog Plates

% Y R N/A

- /
Bolts

65. Loose A N/A
66. Missing £ N/A
Rivets

67. Loose G@
68. Missing g N
69. Nuts Missing O .
70. Cotter Pinghlissing

71. Washer oken Missing

72, Hold Down Devices

@ Y R N/A
73.7Spring Hetsins
Y

S N/A
74. Derails

-

S Y
75. Maximum difference in any 31" in Cross Level on

the siding from the Frog Point to 50" beyond last

ong tie
@ Difference

7§ondition of Line thru entire turnout
Y R



Remarks

switch ¢ lagq Date wo#__ 313939,

3 H\&@\\.i‘ua ‘h‘ef(___ RS Cy ""?Luc&

A +ie s pe_ \¢

L ks QMQ

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
Allrules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention /—)/l ¢

Reviewed by: Date: |




